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Abstract. The presented theoretical model for a mode-locked Nd-glass laser simultaneously 
takes into account dynamics of the mode-locking dye, amplification saturation and 
radiation background. A systematic variation of laser parameters gives insight into the 
pulse formation process and allows to improve the laser design. The calculations show that 
it should be possible to decrease considerably the duration of light pulses of a mode-locked 
Nd-glass laser. Using a new mode-locking dye with a switching time of ~ = 2.7 x 10- a 2 s we 
obtained stable laser operation and a pulse duration of 1.7 x 10-22 s. 
PACS: 42.55 
High peak intensities and pulse durations of pico- 
seconds combined with remarkable spectral properties 
make mode-locked neodymium-glass la ers well suited 
for the study of ultrashort processes. Numerous experi- 
mental and theoretical investigations of the pulse 
formation process in mode-locked Nd-glass lasers 
have been published [1-13]. It has been recognized 
quite early that the important pulse properties may 
fluctuate and critically depend on the specific re- 
sonator configuration. The theoretical models have 
introduced step by step the different mechanisms 
determining the pulse formation. In general, the exist- 
ing theoretical literature on mode-locked solid-state 
lasers treats idealized laser systems. Until now the 
dynamics of the mode-locking dye and the radiation 
background were not considered at the same time. 
These parameters are important to the experimentalist 
intending to design a reliable mode-locking Nd-glass 
laser. 
In this paper we study a mode-locked Nd-glass laser 
theoretically as well as experimentally. In a first part 
we develop a realistic mode-locking model. It takes 
into account the starting radiation pattern, the dy- 
namics of the mode-locking dye, and the saturation of 
the amplification. A numerical calculation is perfor- 
med for a variety of laser parameters. In the experi- 
mental part we study the influence of various witching 
dyes on mode-locking and compare xperimental nd 
calculated values of the pulse duration. 
1. Theory 
We briefly review the formation of ultrashort light 
pulses in a mode-locked solid-state laser [5, 9, 12]. At 
the beginning of laser action spontaneous fluorescence 
is amplified by the optically pumped laser rod and 
reduced by the resonator losses. Since light intensity 
and light energy are small only the linear optical 
parameters are important. This early period of pulse 
development is called the linear stage of amplification. 
The following nonlinear stage starts when the light 
intensity becomes trong enough for saturation effects 
to occur. Bleaching of the absorbing dye and amplifi- 
cation saturation favor the most intense pulse, reduce 
the background and shorten the final pulse. The 
growth of light intensity ends when the amplification 
decreases. Finally, the resonator losses prevail and the 
pulse energy decreases. 
1.l. The Linear Amplification Stage 
The linear stage is well described by a simplified model 
considering only linear loss and linear amplification. 
The loss is produced by the output mirror and the 
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Fig. 1. Duration of the strongest fluctuation (/V = 1) in the 
linear stage after amplification by 1012. A width of the 
inhomogeneously broadened laser transition 
Av o = 2.8 • 1012 Hz (Ai~ 0 = 93 cm - 1) is assumed. (a) The pulse 
duration plotted as a function of the cavity loss for a net gain 
at the end of the linear stage G,~t=l.05. (b) The pulse 
duration as a function of the net gain for a constant cavity 
loss of 50 % 
mode-locking dye. It is constant within the bandwidth 
of laser emission. The amplification in the laser rod is 
fiequency dependent. Due to the optical pumping the 
amplification increases lowly up to the end of the 
linear stage. The important parameters in the linear 
stage are the spectral shape of the fluorescence mis- 
sion, the growth of the amplification and the amount 
of linear losses per round trip. 
The starting condition of the laser process is spon- 
taneous fluorescence from the inhomogeneously 
broadened laser transition. Interference of resonator 
modes at different spectral positions leads to a fluc- 
tuating light intensity within the resonator. The mean 
duration tp of the light bursts is determined by the 
width Av o of the fluorescence curve [14, 15]. For 
Nd :phosphate glass tp is approximately 10 - ~ 3 s. When 
the pumping process continues the gain near the peak 
of the fluorescence curve will overcome the losses and 
light along the resonator axis is amplified (first thresh- 
old). The light intensity at frequency v after the n th 
transition I,,(v) is calculated from the starting intensity 
Io(v ) and the normalized line shape F(v) of the fluores- 
cence curve 
I,(v) = Io(v ) exp f (v)  9 (m) -  7n , (1) 
0 
where 9(m) is the total gain coefficient at the m th 
transition through the resonator and 7 is the gain at 
lasing threshold, ~ =-  In (i-linear loss). In our model 
the gain coefficient 9(m) is held constant during one 
round trip through the resonator and afterwards it is 
increased by a constant amount. This linear growth of 
the gain is justified when the duration of the flash lamp 
pulse is much longer than the linear state. In general, 
the net amplification I , ,+1/I m in the linear stage is 
small and restricted to a narrow frequency band 
around the peak of the fluorescence, (1). Assuming a 
Gaussian shape of the fluorescence curve we calculate 
the narrowed bandwidth Av,, of the light pulse after the 
n th transition: 
A v, = Av0m-1 + n 7 + In (I,]Io)] - 1/2, (2) 
2 In (I,/Io) 
n =-  (3) 
In (G .o , )  " 
As starting bandwidth Av o we use the halfwidth 
(FWHM) of the fluorescence curve. The number of 
round trips n in (3) is a function of the total intensity 
increase I,,/I o and the net gain after the n TM transition 
G,,et=exp[9(n)-~].  The bandwidth Av,, decreases 
when the total amplification I ,] I  o, the number of 
round trips n or the linear losses 7 will grow. For I ,] I  o 
held constant the number of round trips becomes 
larger when a smaller end amplification Gne t is used. 
In the linear stage we treat the radiation within the 
resonator as a Gaussian noise from a narrow band 
source with halfwidth Av,. From statistical conside- 
rations one deduces the mean duration )-p (FWHM) 
and the mean frequency N of fluctuations exceeding 
the average intensity I by a factor ]? [5], i.e. 
{p = 1/(Av, ] /~), (4) 
/V= Av, ] /~exp (-/3). (5) 
Figure 1 shows the mean duration of the most intense 
pulse, t'p is calculated from (1) to (5) using an intensity 
increase I , / I  o = 1012, a frequency width of the fluores- 
cence curve Av o =2.8 x 10 lz Hz (93 cm-  1), and a cavity 
round-trip time of 1 x 10- 8 s. In Fig. la, a constant net 
gain at the end of the linear stage, Gnet= 1.05, is 
assumed and the linear loss is varied. During the linear 
stage the pulses always become longer, e.g. for a loss of 
50% the pulse duration is increased from 0.16ps to 
3.4 ps. Figure lb shows the pulse duration for a con- 
stant loss of 50 % when the net gain G,e t is varied. For a 
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small net gain of 1.005 the linear stage persists for 
many round trips, n---104, and the pulses become 
longer than 10-11 s. The shortest pulse durations are 
found for a high net gain and a high cavity feed-back 
(low loss). 
1.2. The Nonlinear Stage of Amplification 
In the nonlinear stage the coupling of the resonator 
modes changes the radiation pattern. The noisy ra- 
diation inside the cavity, with many fluctuations 
and small peak-to-background ratio, is drastically 
changed. A single short light pulse on a small back- 
ground is generated. In a passively mode-locked Nd- 
glass laser the mode-locking is caused by saturation of 
absorption and amplification [9, 10, 12]. 
We treat the propagation of light through the switch- 
ing dye with the equation of two-level systems and the 
wave equation. We do not consider coherent pro-  
pagation of light as well as contributions from often- 
tational motion of dye molecules : 
ON - 2IaaN M-  N 
~t -- hv Jr ~ , (6) 
81 c 81 c 
& + IaaN. (7) 
tl 8x ~I 
M denotes the density of dye molecules with absorp- 
tion cross section % with ground state recovery time % 
and with transition energy hr. N is the difference of 
population density between the lower and the upper 
level, t/is the refractive index and c the velocity of light. 
Equation (6) describes the population changes of the 
dye according to absorption, to stimulated emission, 
and to spontaneous decay. On the other hand, (7) 
shows the transmission of the light pulse with an 
intensity distribution l(x, t). Pulses with small inten- 
sities, I~ Is=hv/2odc  , experience linear absorption, 
whereas pulses with high intensities, I ~> I s, are trans- 
mitted with almost no change in amplitude or shape. 
Only for pulse intensities close to the saturation in- 
tensity (0.11 s<I  < 10 Is) the peak is transmitted with 
smaller loss than the wings and a pulse shortening 
results. In the literature most model calculations of 
mode-locked solid-state lasers used the approximation 
of long pulses, tp ~> z, or short pulses, tp ~ z, where the 
transmission through the dye depends only on in- 
tensity or energy, respectively, and may be described 
analytically. Both conditions tp ~> r and tp ~,  are not 
fulfilled for mode-locked Nd-glass lasers where one 
can obtain tp ~ 5 ps for dyes with ~ ~_ 7 ps. 
The calculations of the frequency dependent amplifi- 
cation are performed in the frequency domain. The 
peak amplification exp [g(n)] during the n th transition 
can be calculated from the previous gain g(n-  1) and 
the depletion due to the density of photons P(n -1)  
produced in the previous transition. 
g(n) = ~eIg(n) = g(n -  1)- aeIP(n-  1), (8) 
where oe is the cross section of stimulated emission, I is 
the length of the amplifying medium and N(n) repre- 
sents the density of population inversion of the laser 
transition. 
According to (8) the decrease of amplification (satu- 
ration) depends on the energy of the produced light. At 
the beginning of the nonlinear stage most saturation is
induced by the many fluctuations with small inten- 
sities, see (4) and (5) with fl _~ 1. When the background 
is suppressed the remaining pulse produces negligible 
saturation. Finally, at a high intensity, it experiences 
self-phase modulation by the nonlinear efractive in- 
dex n 2 of the laser glass. When the nonlinear path AXNL 
= S l(x)n2(x)dx exceeds dXNL > 0.3 pm, the broadening 
of the pulse spectrum is strong enough to reduce 
further amplification [16-18]. 
2. Model Calculations of Mode-Locking 
Our computations are made as follows: The starting 
conditions upplied by the linear stage of amplification 
are Gaussian shaped pulses with mean peak intensities 
and mean pulse durations according to (2) to (5). In 
order to study single pulse formation and background 
suppression we chose six groups representing light 
pulses of different peak intensities. The number of 
pulses in every group is calculated to give the true total 
light energy. The pulses are Fourier transformed into 
the fl'equency domain ; they are amplified according to 
(8) and Fourier synthesized. Between the amplifying 
medium and the mode-locking dye the light intensity is 
changed by a factor F resulting from a focussing or 
defocussing telescope. We introduce the intensity ratio 
F =Iabs/Iamp, where lab s and /amp are the intensities in 
the switching dye and in the amplifier, respectively. 
The subsequent propagation through the absorber is 
computed with (6) and (7). After each round trip the 
density of photons produced is calculated and the 
parameters of amplification are readjusted. In Tables 
la and b we compiled the parameters oflaser glass and 
mode-locking dyes, respectively. 
The following points should be noted : (i) The influence 
of the background and the limited switching speed of 
the dye require a numerical computation of pulse 
propagation. (ii) Our model concentrates on single- 
pulse operation, background suppression, and pulse 
duration at a certain intensity level. The nonlinear 
processes at the very end of the pulse formation stage 
are not considered in detail. In the experiment we 
select one pulse from the leading part of the pulse train 
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)attern. The fluctuations of the starting conditions 
~ave been studied in detail in the literature [9-12]. 
?.1 Variation of the Net  Amplification Gne t
Fhe main characteristics of pulse formation can be 
;een when we vary the net gain at the end of the linear 
;tage. In a real experiment his can be done by 
tdjusting the energy supplied to the flash-lamp 
;ircuit. 
7igure 2 shows the results for the absorbing dye I 
--7 ps) with transmission T--64% and mirror re- 
]ectivity R = 45 %. The light intensity in the laser rod is 
;maller than the intensity in the dye by a factor of five, 
r = Iabs/Iamp=5. In Fig. 2a the intensity of the stron- 
gest fluctuation within the absorbing dye is plotted 
~s a function of the number of round trips n. The initial 
:onditions are calculated according to (1) to (5). For 
;mall values of the net gain, e.g. Gne t ----- 1.028, the peak 
intensity first grows slowly and reaches a broad maxi- 
mum near I~t-0.1 x I s. During the nonlinear stage the 
background consumes the energy stored in the laser 
rod. Even the most intense pulse does not reach an 
intensity level to bleach sufficiently the absorbing dye. 
No mode-locking takes place. When the net gain is 
increased slightly, e.g. up to 1.030, the pulse develop- 
ment at the beginning of the nonlinear stage is very 
similar9 The most intense fluctuation reaches a slightly 
higher intensity level before saturation of the amplifi- 
cation takes place. A long competition between 
bleaching the dye and saturation of the amplification 
takes place. Only one, the most intense fluctuation 
experiences a net amplification whereas the back- 
ground, initially containing most of the light energy, 
is reduced. During this long period the pulse passes 
many times through the saturable absorber and a very 
effective shortening of the pulse results (Fig. 2b). 
Further amplification stops when the nonlinear prop- 
erties of the laser components become important 
(circle on the calculated curves). The lowest value of 
amplification, where mode-locking is realized, is called 
the "second threshold" [9, 12]. A further increase of 
the net gain, e.g. up to 1.036, shows two different 
results: the higher net gain shortens the linear and 
nonlinear amplification stage. Our calculation starts 
with shorter pulse durations but pulse shortening is 
less efficient in the nonlinear stage. Combining these 
two effects we get a small increase of the pulse 
duration. When Gn~  exceeds 1.036 the saturation of 
amplification is not so effective to discriminate all the 
smaller pulses. A second pulse may bleach the dye 
(broken line in Fig. 2 with Gne t= 1.040). 
Selecting pulses just above the second threshold we 
find single pulse operation. The pulse duration varies 
between 1.5 ps and 1.8 ps. It should be mentioned once 
more that our treatment uses the mean statistical 
distributions. In real lasers stronger variations of pulse 
durations may occur. 
2.2 Variation of Linear Resonator Losses 
Using higher resonator losses while keeping the net 
gain constant we have to increase the amplification 
with consequences on the linear and nonlinear stage. 
The exact reaction of the system has to be calculated. 
For our example we have in mind a Nd-glass laser with 
the following parameters: Low intensity transmission 
of the dye I, T = 64 %, and focussing F = Iabs/Iarnp = 5. 
The results of our calculations are shown in Fig. 3a. 
The vertical solid lines indicate the range of pulse 
durations for the specific output mirrors, when single 
pulse operation occurs. The dash-dotted line limits this 
region at the second threshold, whereas at the broken 
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line double-pulse operation sets in. The pulse du- 
rations become shorter when the linear loss is in- 
creased. Simultaneously, a wider spread of the pulse 
durations results. When the reflectivity R is decreased 
the net gain at the second threshold increases drasti- 
cally limiting the useful range of reflectivities. Very 
interesting is the region near R =70 % where the two 
boundaries of single-pulse operation cross. Under 
these conditions one expects mall fluctuations of the 
pulse durations. 
2.3 Variation of the Dye Transmission 
Another important parameter for mode-locked lasers 
is the (low intensity) transmission T of the nonlinear 
absorber. The calculations are performed for a re- 
flectivity of the output mirror R = 60 To, dye I with 
z = 7 ps and F = Iabs/Iam p = 5 (Fig. 3b). The pulse be- 
comes shorter, when the transmission is increased. It 
should be mentioned that the dye transmission cannot 
be increased arbitrarily as it leads to poorer mode- 
locking; e.g., when a low intensity transmission 
T = 80 To is used, multiple pulse operation is found. 
2.4 Intensity Variation in the Mode-Locking Dye 
The previous discussion has shown that best mode- 
locking occurs when the amplification and absorption 
saturate simultaneously. Within the laser, the range of 
saturation depends on the cross sections and time 
constants of amplification and absorption, i.e. it de- 
pends on the type of laser glass and mode-locking dye. 
Specific properties of the resonator such as focussing 
between amplifier and absorber may be used to adjust 
the intensity levels. 
Figure4a shows that the shortest pulse durations 
(tp-~ 1.2 ps) are found when the intensity in the dye is 
small, i.e. when the saturation process in the amplify- 
ing glass rod starts early. It should be mentioned that a 
higher level of amplification is required for the small 
values F=Iabs/Iam p e.g. at the second threshold 
Gnet= 1.05 is found for F -3 ,  whereas Gnet = 1.02 is 
suitable for F =-5. 
2.5 Variation of the Switching 77me of the Mode-Locking 
Dye 
The absorption recovery time z of the mode-locking 
dye is crucial for pulse-shortening. When the switching 
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Fig. 5. Schematic of the experimental set-up of the mode-locked Nd- 
glass laser with mirrors M, laser glass L, contacted ye cell CDC, dye 
cell DC, and aperture A 
time of the absorber in a mode-locked laser is reduced 
one would expect qualitatively that the pulses are 
shortened more effectively. The shorter switching time 
and the higher saturation intensity Is= hv/2a~ con- 
tribute to pulse shortening. The influence of the dif- 
ferent switching times is shown in Fig. 4b, where we 
calculate the pulse duration as a function of the 
absorption recovery time z for constant absorption 
cross section a~. It is evident hat the shortest pulses 
occur when the dye with the fastest ime constant is 
used. The parameters in the calculations are T=0.64, 
R=0.60, and F=10. 
3. Experimental 
A systematic experimental test of a theoretical model 
of mode-locking imposes a number of difficulties. In 
general, the variation of one experimental parameter 
requires a new alignment of the laser, and changes of 
pulse properties may sometimes be caused by the 
alignment procedure. To overcome these difficulties we 
study in the following the influence of different mode- 
locking dyes where we have to readjust only the power 
supplied by the flashlamps. 
The set-up of the laser is shown schematically in Fig. 5. 
We used a curved output mirror with reflectivity 
R=60% and curvature of r=3m. The amplifying 
medium was a 130mm long Nd-doped glass-rod 
LG703, cut under the Brewster angle. Two curved 
mirrors (r = 0.5m) are used to form a region of high light 
intensity within the resonator. Here, the cell with the 
switching dye was inserted at Brewster angle. 
Adjusting the dye cell between the mirrors allowed to 
increase the light intensity in the mode-locking dye. In 
our experiment the increase of intensity was chosen tO 
be ten. A flat mirror, R = 100 %, with a contacted ye 
cell (thickness 20 gm) formed the cavity. In most of the 
experiments described here this cell was only filled with 
the pure solvent 1,2-dichloroethane. Transverse mode- 
selection to TEMoo operation was achieved by the 
aperture A. An electro-optical shutter (Kerr cell with 
laser triggered spark gap) was used to select one pulse 
from the pulse train. The energy of the selected pulse 
was set to be a factor of four below the pulse energy at 
the peak of the pulse train. We measured the duration 
of a single pulse with the second harmonic beam 
technique [21]. The spatial distribution of the second 
harmonic light produced in a non-collinear geometry 
gives the autocorrelation function. The autocorre- 
lation track is detected for each single pulse with an 
optical multichannel analyser. The duration of the 
pulse was determined from the width of the autocor- 
relation track assuming a Gaussian shape of the 
pulse. 
In the experiment we studied three mode-locking dyes 
(Table lb). With dye I (z = 7 ps) used in the contacted 
dye cell (single-pass transmission T o =80%, the cell 
between the curved mirrors was filled with pure sol- 
Table la. Properties of the amplifying medium E15] 
Laser glass Fluorescence Fluorescence Cross section of Nonlinear Length 
lifetime width (fitted) stimul, emission refraction l 
A Vo/C r n2 
LG 703 240 gs 93 cm -1 4.1 x 10 -20 cm 2 1.1 x 10 ts esu 20cm 
Table lb. Properties of the mode-locking dyes [19, 20] 
Dye Switching time Absorption cross section Saturation intensity 
z[ps]  a, [cm z] I s = hv/2~,z [MW/cm 2] 
I No. 9860 in 7 +1 3.7 x 10 -~6 36 
1-2-dichloroethane 
II No. 9860 in 4.7 + 1 (3.7 x 10-16) (54) 
1-2-dichloroethane assumed 
with Tetrabutyl- 
ammoniumiodide 
III No. 5 in 2.7+_0.2 (3.7 x 10 -16) (93) 
1-2-dichloroethane assumed 
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vent) reproducible single pulse operation was found. 
When dye I I I  (z ~ 2.7 ps) was used in the contacted ye 
cell, lasing was observed at a high pumping level, but 
no mode-locking was found at the available pumping 
power. Mode-locking was observed when dye I I I  was 
placed between the curved mirrors where the intensity 
increase was higher. With careful adjustment it was 
possible to have single-pulse operation at the be- 
ginning of the pulse train where the measured pulse 
was selected. 
In this configuration the different dyes are studied. We 
used the same single-pass low intensity transmission of 
80%. The supplied pumping energy was adjusted to 
optimize single pulse operation. For dye I I I  we obtain- 
ed the shortest pulse duration tp = 1.7 _+ 0.15 ps, where- 
as the commonly used dye I (z--7 ps) produced pulses 
with tp=3.2 0.2ps. When we studied dye II 
(z=4.7ps)  a somewhat shorter pulse duration of tp 
= 2.5 _+ 0.2 ps was found. Of interest for the experimen- 
tal application is the shot-to-shot variation of the pulse 
duration. We plotted in Fig. 6 two histograms for 72 
consecutive shots for dye I (Fig. 6a) and for dye I I I  
(Fig. 6b). 70 % of all pulses have durations within 0.3 ps 
around the mean pulse duration. 
Finally, we compare the experimental pulse durations 
with results from our calculations. Figure 7 shows the 
measured and calculated pulse durations as a function 
r~4 
Q. 
u 
o 
g 
~2 
-5 
O- 
ul 
I I I I 
/ /  
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Absorpt ion  Recovery  T ime Eps'l 
Fig. 7. Pulse durations as a function of the dye absorption recovery 
time. The experimental points are obtained for dye I (z = 7 ps), dye II 
(z=4.7ps), and dye III (z=2.7ps). The theoretical curves are calcu- 
lated with constant absorption cross section cr~=3.7 x 10 16 cm 2, 
of the switching time of mode-locking dyes. Between 
the two lines we find single-pulse operation. 
Experiment and theory show the reduction of the pulse 
duration when the dye with the shorter elaxation time 
z is used. The reduction is more pronounced in the 
experiment. A complete agreement is not expected 
since the absorption cross sections of the various dyes 
are not known with sufficient accuracy. 
In conclusion we wish to emphasize that the presented 
model allows to simulate the operation of a mode- 
locked Nd-glass laser. Pulse durations of 1.7ps are 
obtained in the experiment when a new mode-locking 
dye with a time constant of z = 2.7 ps is used. The fast 
switching time, "c~_tp reduces the duration tp of the 
light pulse and, in addition, suppresses satellite 
pulses. 
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